* Protected Against:

ASTMB117 Salt/Fog

Light Bars

* Hella EnduroLED Series 1 Light Bars
*9-36V DC Input

* Aluminium Housing
» Hard coated Polycarbonate Lens

MIL810-STDG Vibration certified
Reverse Polarity

Under/Over Voltage
RFI/EMC Protection

* |IP Rating: IP68

Module Current

1GE910466001 Driving | 150mm (6") = 9-36V | 33.75Watt 225 x 41 x 78mm
1GE910463001 Flood 150mm (6") = 9-36V  22.5Watt | 225x 41 x 78mm
1GE910464001 Spot 150mm (6”) 9-36V | 225 Watt | 225 x 41 x 78mm
1GE910456001 Combo | 150mm (6") = 9-36V  22.5Watt  225x 41 x 78mm
1GJ910471001 Driving | 250mm (10") | 9-36V | 56.25Watt 327 x 41 x 78mm
1GJ910468001 Flood  250mm (10") = 9-36V  37.5Watt 327 x 41 x 78mm
1GJ910469001 Spot 250mm (10") | 9-36V  37.5Watt 327 x 41 x 78mm
1GJ910470001 Combo | 250mm (10") = 9-36V  37.5Watt 327 x 41 x 78mm
1GJ910472001  Spot/Flood = 500mm (20") = 9-36V  75Watt | 581 x 41 x 78mm |
1GJ910473001 | Spot/Flood = 750mm (30") = 9-36V | 112.5 Watt | 835x 41 x 78mm |
1GJ910474001  Spot/Flood = 1000mm (40") | 9-36V 150 Watt 1089 x 41 x 78mm |
1GJ910475001  Spot/Flood = 1250mm (507) = 9-36V  187.5 Watt 1343 x 41 x 78mm |
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